[image: image1.jpg]X|Audio Track ¥
Wono, 4100z
3201 flost

Mt | Soo




Recording in Audacity









Tips for Recording

· Speak in a clear steady voice.

· Keep the microphone close to your mouth, and try not to move.

· Set the input level so that the sound wave is large enough to be heard clearly.

· Do not set the input level so high that the sound wave cannot fit onto the display. This will produce a harsh effect known as distortion.

This signal is too quiet:
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Recording time remaining: 30 hours anc 13 mintes

Project rate: 48000 | [Cursor. :00.000000 minsec. [Snap-To Off]




This signal is too loud, and will distort:
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This signal fits nicely into the window, and should sound fine:
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Input level select: choose how the input level meter is displayed. “Monitor input” turns the display on or off.





Record level: move this slider to the right if the sound coming in is too quiet, or to the left if it is too loud





Record source: this sets where Audacity is going to record from, usually a microphone.





Record: click to start a new recording.





Input level meter: shows how loud the sound coming in is.





Audio track: Each time the record button is pressed, another track appears, and is added under the previous one.





Click on the triangle to change the name of the track.








Click on the 





Instructions found at  http://www.teachnet-uk.org.uk/2005%20Projects








Instructions found at  http://www.teachnet-uk.org.uk/2005%20Projects








Double arrow tool:  use to move waveform left and/or right on the timeline.
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